REQUEST FOR QUOTATION

Dear Prospective Quoter:

SUBJECT: Request for a quote for FAC-Chancery Contactor for HVAC system.

Procurement Request number: PR10698457

US Embassy Djibouti invites you to submit a proposal for FAC-Chancery Contactor for HVAC system as follows:

<table>
<thead>
<tr>
<th>NBR</th>
<th>Description</th>
<th>QTY</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Industrial control Equipment L35NO-24AF as per the attached specs</td>
<td>5 Each</td>
</tr>
</tbody>
</table>

- Delivery address:
Door to Door shipment at
US EMBASSY DJIBOUTI
LOTISSEMENT HARAMOUS
LOT 350-B
P.O.BOX : 185 DJIBOUTI
ATTN GSO PROCUREMENT
TEL 0025321453060

- Technical information with picture of each item should be separated from the Financial Offer

We will only contact you if your Offer has been selected. The Embassy intends to award a PO to vendor that offers best price, for technically acceptable products. Please provide your best and competitive offer with technical information, picture as well as your financial offer separately.

Payment will be made by EFT net 30 days in accordance with the Prompt Payment Act and will be processed after receipt of invoice by Financial Management Office and upon receipt, inspection and acceptance of all items included in the purchase order by US Embassy Djibouti.

Your quotation must be submitted electronically on or before Close of Business, June 28, 2022 to kayadse@state.gov and copy to: djiboutiprocurement@state.gov

No quotation will be accepted after this time.

If there are any questions regarding this RFQ write to kayadse@state.gov.
**L35NO-24AF**

**CONTACT RESISTANCE**: 0.003 ohms
**DIELECTRIC WITHSTAND**: 2,500 VAC RMS
**OPERATE TIME**: 50 MILLISECONDS
**RELEASE TIME**: 80 MILLISECONDS

**RATINGS:**
- CONTACTS: 35 AMP @ 600 VAC RESISTIVE
- COIL: 24 V 50/60 Hz
- CURRENT: 325 mA
- RESISTANCE: 28 Ω
- VA: 7.8
- WATTAGE: 3.0

**TEMPERATURE RANGE**: -35° TO +85° C
**COIL TERMINALS**: 1/4" QUICK CONNECT
**LOAD TERMINALS**: 4-14 A.W.G. COMPRESSION TYPE TORQUE TO 31.5 IN-LB
**SINGLE POLE / SINGLE THROW**
**MAGNETICALLY ACTIVATED**
**MERCURY CONTACTOR**

**LIFE CYCLE ENDURANCE TESTS**: U.L. 508 @ 100,000 & CSA 22.2 @ 250,000 CYCLES

Contactors - Relays - Switches

J.J.S. 12-17-08
rev. A 11-16-09

http://www.mdius.com